
Aktau - Ashgabat - Astrakhan - Athens - Baku - Caracas - Singapore 

Name of Vessel 
CM Kurik.
Port of Registry / Flag 
Aktau / Kazakhstan
IMO# / MMSI 
9133886 / 436000006 
Year of Delivery 
1995
Type 
Damen Shaolbuster 2309 
multipurpose Twin Screw Ocean 
Going Anchor Handling Tug. 
Classification 
Bureau Veritas 3/3 (E) Tug 
(Coastal Navigation)  
Length over all (LOA) 
23.50m (19.90m BP) 
Breadth / Depth / Draft (Light/Op/Max) 
8.50m / 3.20m / 1.75m / 2.00m / 2.20m 
GRT / NRT / DWT 
129T / 39T / 79T 
Clear Deck Space 
63m² 
Speed 
10 knots 
Bollard Pull (Certified) 
17 metric tonnes 
Endurance 
21 days 
Accommodation 
Fully heated & air conditioned for 5  
men in three cabins. 
Lifesaving 
To meet SOLAS requirements 
Fuel 
53m³ 
Fresh Water 
30m³ 
Treated Sewage holding tank 
1.993 m³ 

Main Engines 
2 x Cummins KTA-19-M3 high speed, Six 
cylinder diesel engines producing 894kW 
(1199bhp) total @ 1800 rpm. Generators 
1 x 85kW John Deere 4045 TF158 
main diesel generator rotating @ 1500 
rpm.  1 x 24kW Hatz 3L41C harbour 
deisel generator rotating @ 1500 rpm.
M.E. Consumption
3,500 litres MGO and 0 litres lube oil per 
24 hours @ full power. 2,000 litres MGO 
and 5 litres lube oil per 24 hours @ 
economic cruising speed of 10 knots 
Generator Consumption
320 litres MGO and 2 litres lube oil per 24 
hours main generator & 180 and 0.5 
litre lube oil per 24 hours harbour 
generator.
Propulsion
2 x Reintjes WAV 360 4.96:1 reverse 
reduction gearboxes coupled to four 
bladed 1700mm diameter fixed pitch 
propellers rotating in high Performance 
Kort Nozzles @ 362.9rpm Steering Gear
Hydraulic ram type.
Anchor Windlass
Kraayeveld KAB1 Electro/Hydraulic, 3 
ton @ 10m/min.
Anchors
1 x 165kg LEG HHP stockless anchor 
Anchor Chain
2 x 137.5m 17.5mm U2 stud link chain 
Fendering
Solid rubber pusher bow to below the 
water line and tyre fendering system to 
facilitate ship handling. Rubber rubbing 
band and tyre protection on both 
vessel
parallel sides.

Towing/Anchor Winch 
Ridderinkhof BV TW-H300-95 Split drum 
hydraulic winch. 30 tonnes 
brake capacity. 23.5 metric tonnes 
line pull 4th layer. 30 tonne at 1st 
layer .360m x 26mm wire. 
Tow Hook/Tow Pins 
Offshore Industries BV disk type.  20t 
SWL & 30t Test Load.
Deck Crane 
Effer, 23t swl @ 2.5mtrs, 5t swl @ 
11.5mtrs. 
Navigation Equipment 
Radar: Bridge Master “Racal Decca”  
Gyro: Satellite Compass - Furuno  
Autopilot: Simrad AP504591 
Echo Sounder: Koden CVS 
GPS: Furuno GPS/GP-32 
Waas Navogator 
Radio communication equipment 
GMDSS Sailor 5000 series includes: 
1 x SSB Sailor HC4500B 
2 x VHF Sailor RT2048 /RT2042 
2 x INM-C FURUNO T&T 3000 
1 x SASS FURUNO built in INM-C 
1 x SART “JOTRON” TRON SART 
1 x EPIRB McMurdo - E5 
2 x Two-way emergency VHF Radio 
“JOTRON TR20” 
1 x Navtex NAV-5 
Other Navigation Equipment 
Radar, Transponder, P.A. System 
c/w Fog 
Horn Signal, Anemometer. 
Fleetbroadband 150

All details given in good faith and are believed to 
be correct, but not guaranteed.
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